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Features : 
Regulated switching power DC/DC converter. 
To be used with cigarette lighter socket for car. 
Supplied with 6 exchangeable output plugs. 
Power : 18W max. 
Selectable output voltage : 1.5 / 3.0 / 4.5 / 6.0 / 7.5 / 9.0 / 12.0 V 
Input voltage : 12 / 24V 
Output current : 1500 mA 
 
Warnings : 
1/ Do not use outside (indoor only), do not expose to dust, fire, heat, rain, water or moisture, do not open, 
disassemble or repair yourself the charger (refer to qualified service center). 
2/ Do not insert metallic objects (such as screwdrivers, metal wires/ cables…), do not operate with wet and moist 
hands. 
3/ Store in a dry cool place, keep away from children. 
4/ Do not use if unit appears damaged in any way. 
5/ Do not change the output voltage while unit is connected to the outlet and your application is connected to the 
unit. 
6/ Do not short-circuit, do not reverse polarity. 
7/ Ni-Cd and Ni-MH type of batteries (not included) must be collected and disposed in a specific battery container 
and must be recycled.  
 
 
 
 
 
Instructions : 
1/ Before plugging the converter to the cigarette lighter outlet, set the voltage selector switch to match the 
required voltage for your electronic unit. Example : 4x1,5 volts batteries = 6 volts. 
2/ Verify that the current required by your electronic unit matches the output current of the converter : 1500 mA 
maximum. 
3/ Select the size of the output plug corresponding to the input slot of your electronic unit. 
4/ Check that the polarity shown on top of the output plug matches the polarity of your electronic input socket by 
matching the corresponding arrows (refer to the instruction on the socket to determine the polarity of your 
application or refer to its instruction manual) as shown by the drawing below. Then connect the plug to the battery 
cable. 

 
 CENTER POSITIVE CENTER NEGATIVE 
 
5/ Insert the converter into the cigarette lighter socket of your car (the LED lights red), and connect your electronic 
unit to the power supply. Then turn on your electronic unit. 
6/ If unit does not operate properly, check the polarity settings. 
7/ Remove your electronic unit from the converter when not in use, then remove the converter from the cigarette 
lighter socket when not in use. 
 
 
 
 
 
 
 
 
 
 


